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Selecting Peripheral Devices )

Specifications Min Min. Rated Min. Rated
Servo Drive| Servo Drive | Servo Drive [Main Circuit for Internal Allowa.ble Input Current Current
(ProNet) (ProNet-E) |(ProNet-O00OOU)| Voltage Regenerative Ritiehania for Three- for Circuit
Resistor phase Filters Breaker
ProNet-ASA | ProNet-E-AS5A — 200-230VAC Sapny . 250 — 5A
External connection
ProNet-01A | ProNet-E-01A — 200-230VAC 200N . 250 — 5A
External connection
ProNet-02A | ProNet-E-02A ProNet-02AU 200-230VAG Iy . 250 — 10A
External connection
ProNet-02B | ProNet-E-02B — 100-120VAC 00Q/60W « 250 — 10A
External connection
ProNet-04A | ProNet-E-04A ProNet-04AU 200-230VAC 50Q/60W . 250 — 10A
External connection
ProNet-04B | ProNet-E-04B — 100-120VAC 50Q/60W 250 — 25A
ProNet-08A | ProNet-E-08A ProNet-08AU 200-230VAC 50Q/60W 250 - 25A
ProNet-08B | ProNet-E-08B — 100-120VAC 400/80W 250 — 35A
ProNet-10A | ProNet-E-10A ProNet-10AU 200-230VAC 500/60W 250 — 25A
ProNet-15A | ProNet-E-15A ProNet-15AU 200-230VAC 400/80W 250 — 35A
ProNet-20A | ProNet-E-20A — 200-230VAC 400/80W 250 — 55A
ProNet-30A | ProNet-E-30A — 200-230VAC 100Q/300W 100 27A 70A
ProNet-50A | ProNet-E-50A — 200-230VAGC 100Q/300W 100 42A 100A
— — ProNet-02DU 380-440VAC 2000Q/80W 500 — 5A
— — ProNet-04DU 380-440VAC 2000/80W 500 — 10A
— — ProNet-08DU 380-440VAC 2000/80W 500 — 10A
ProNet-10D | ProNet-E-10D ProNet-10DU 380-440VAC 2000Q/80W 500 — 12A
ProNet-15D | ProNet-E-15D ProNet-15DU 380-440VAC 200Q/80W 500 — 20A
ProNet-20D | ProNet-E-20D ProNet-20DU 380-440VAC 200Q/80W 400 — 24A
— — ProNet-25DU 380-440VAC 40Q/300W 350 14A 33A
ProNet-30D | ProNet-E-30D — 380-440VAC 400Q/300W 350 14A 33A
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— — ProNet-40DU 380-440VAC 400/300W 20Q 23A 55A
ProNet-50D | ProNet-E-50D — 380-440VAC 400/300W 200 23A 55A
ProNet-70D — — 380-440VAC 400/300W 200 27A 60A
ProNet-75D — — 380-440VAC 400/300W 200 27A 60A
ProNet-1AD — — 380-440VAC 20UESKW : 170 42A 80A

External connection
ProNet-1ED — — 380-440VAC 150/1.5KW . 120 57A 120A
External connection
10Q/3KW
ProNet-2BD — — 380-440VAC ~SNENT SR 8Q 82A 160A
External parallel
connection
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